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Nödljus/hänvisning 3h självtest 
För väggmontage

Hänvisning 3h självtest dubbelsidig
För takmontage

Säkerhetsupplysningar
Anslutande ledningar ska vara spänningslösa innan 
installation påbörjas. Kontrollera detta med
spänningsprovare. 

Eftersom installationen innebär anslutning 
till nätspänningen måste arbetet utföras på 
fackmannamässigt sätt och enligt gällande föreskrifter.
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Innehåll

Montage

AC 
220-240V 
50-60Hz 
 
DC 
176-275V 
 
DC 
24V 
 
DC 
48V 
 
LED 
 
IP42 
 
IP65 
 
IK08

LiFePO
4

Ni-Cd

DIMENSIONS [mm]

356

13
6

79

MATERIALS White polycarbonate body • Opal polycarbonate cover

MOUNTING Surface • Optionally wall or ceiling bracket (1)

POWER SUPPLY

Self contained – 220 - 240VAC/50 - 60Hz
Central battery – 220 - 240VAC/50 - 60Hz; 176 - 275VDC
Central battery FZLV II – 48VDC
Central battery FZLV – 24VDC

LIGHT SOURCE
1W, 2W LED
Colour temperature: 6000K
Lifetime: 50000h

CHARGING
Standard: max. 24h
Premium: max. 12h; energy-saving electronic charger

AUTONOMY AND BATTERIES
Standard: 1h or 3h, Ni-Cd 3,6V batteries
Premium: 1h or 3h, LiFePO

4
 6,4V batteries

INSULATION CLASS II or III

IP & IK RATING IP42 or IP65, IK08

VIEWING DISTANCE 25 m

VIEWING METHOD One-sided

AMBIENT TEMPERATURE
Self-contained: t

a
: 0°C ÷ 40°C • t

a
: -25°C ÷ 40°C – together with heater for low temperatures 

Central battery: t
a
: -25°C ÷ 50°C

OPTIONS

SE – non maintained • SA – maintained • AT – autotest • PT – manual test button 
• RU – Rubic UNA central monitoring • RW – Rubic UNA Wireless central monitoring 
• RD – DALI central monitoring • FZLV – central battery FZLV 24VDC • FZLV2 – central battery 
FZLV II 48VDC • CB – central battery

ADDITIONAL INFORMATION

LED indicator signalizes mains power supply and battery charge • Deep discharge protection 
• Optional adaptation of the fixture for low temperatures up to -25°C with HTR 25 • III class of 
insulation of FZLV and FZLV2 version • (1) see accessory bracket • (2) 1pc of universal pictogram 
is included in each single box

d=25m

KM 618355
BS-EN 60598-2-22

HELIOS LED

(2) pictogram

356

2
19

136

(2) pictogram

HELIOS DS LED

MATERIALS White polycarbonate body • Opal polycarbonate cover

MOUNTING Surface • Optionally wall or ceiling bracket (1)

POWER SUPPLY

Self contained – 220 - 240VAC/50 - 60Hz
Central battery – 220 - 240VAC/50 - 60Hz; 176 - 275VDC
Central battery FZLV II – 48VDC
Central battery FZLV – 24VDC

LIGHT SOURCE
1W, 2W LED
Colour temperature: 6000K
Lifetime: 50000h

CHARGING
Standard: max. 24h
Premium: max. 12h; energy-saving electronic charger

AUTONOMY AND BATTERIES
Standard: 1h or 3h, Ni-Cd 3,6V batteries
Premium: 1h or 3h, LiFePO

4
 6,4V batteries

INSULATION CLASS II or III

IP & IK RATING IP42 or IP65, IK08

VIEWING DISTANCE 25 m

VIEWING METHOD Double-sided

AMBIENT TEMPERATURE
Self-contained: t

a
: 0°C ÷ 40°C • t

a
: -25°C ÷ 40°C – together with heater for low temperatures 

Central battery: t
a
: -25°C ÷ 50°C

OPTIONS

SE – non maintained • SA – maintained • AT – autotest • PT – manual test button 
• RU – Rubic UNA central monitoring • RW – Rubic UNA Wireless central monitoring 
• RD – DALI central monitoring • FZLV – central battery FZLV 24VDC • FZLV2 – central battery 
FZLV II 48VDC • CB – central battery

ADDITIONAL INFORMATION

LED indicator signalizes mains power supply and battery charge • Deep discharge 
protection • Optional adaptation of the fixture for low temperatures up to -25°C with
HTR 25 • III class of insulation of FZLV and FZLV2 version • III class of insulation of FZLV
and FZLV2 version • (1) see accessory bracket • (2) 1pc of universal pictogram is included
in each single box
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HELIOS / HELIOS LED HELIOS DS / HELIOS DS LED HELIOS PL / HELIOS PL LED

- IP42/65
- recognition distance 25m
- wall mounting
- lamp 8W T5, 11W 2G7, 18W 2G11, LED 1W

- IP42/65
- recognition distance 25m
- ceiling mounting
- lamp 8W T5, 11W 2G7, 18W 2G11, LED 1W

- IP42
- recognition distance 30m
- ceiling mounting
- lamp 8W T5, LED 1W

Specifikation:
- high temperature battery, charge time Ni-Cd - 24h
- electric power network and battery charge LED indicator
- electronic protection against complete battery discharge
- ambient temperature 0° až +40°
- emergency operation time 1, 2 or 3 hours
- optional equipment: autotest function 
- batteries must be formatted at startup (to format battery charge it for 24 hours then perform full discharge – repeat this cycle 3x) 
- test emergency module every month. If the light is not working properly, check the light source and the battery. Table for records is the other side of the manual. 
- battery replacement is required if the lamp fails the nominal operational time or up to 4 years.

Materials: White plastic body, transparent or opal polycarbonate cover

Accessories

Emergency mode Mains-emergency mode Battery connection

-installation instruction
230 V

50/60 Hz
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HELIOS / HELIOS LED HELIOS DS / HELIOS DS LED HELIOS PL / HELIOS PL LED

- IP42/65
- recognition distance 25m
- wall mounting
- lamp 8W T5, 11W 2G7, 18W 2G11, LED 1W

- IP42/65
- recognition distance 25m
- ceiling mounting
- lamp 8W T5, 11W 2G7, 18W 2G11, LED 1W

- IP42
- recognition distance 30m
- ceiling mounting
- lamp 8W T5, LED 1W

Specifikation:
- high temperature battery, charge time Ni-Cd - 24h
- electric power network and battery charge LED indicator
- electronic protection against complete battery discharge
- ambient temperature 0° až +40°
- emergency operation time 1, 2 or 3 hours
- optional equipment: autotest function 
- batteries must be formatted at startup (to format battery charge it for 24 hours then perform full discharge – repeat this cycle 3x) 
- test emergency module every month. If the light is not working properly, check the light source and the battery. Table for records is the other side of the manual. 
- battery replacement is required if the lamp fails the nominal operational time or up to 4 years.

Materials: White plastic body, transparent or opal polycarbonate cover

Accessories

Emergency mode Mains-emergency mode Battery connection

-installation instruction
230 V

50/60 Hz

Armaturen ständigt tänd, 
batteridrift vid  
spänningsbortfall

Armaturen släckt, tänds 
med batteridrift vid  
spänningsbortfall

Montera piktogrammet på ren kupa (gäller 
enbart hänvisningsarmaturer).
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Universalpiktogram (hänvisningsarmaturer) 
Medföljade universalpiktogram anpassas efter rådande 
förutsättningar.  

  

Förvaring 
Förvara armaturen med batteriet urkopplat.  
 
Formattering, görs i samband med driftsättning
1. Ladda upp batteriet via L i 12h
2. Bryt matningen till L och låt batteriet ladda ur
Upprepa detta tre gånger. 
 
Autotest 
Uppstartstest: Armaturen gör ett självtest inom 36h från 
driftsättning.  
 
Månadstest: Armaturen gör självtest en gång i månaden.  
 
Årstest: Armaturen testar batteriet genom att ladda ut detta 
helt. Sker automatiskt en gång per år.   
 
Rondering med kontroll av indikatorlampor ska ske en gång i 
månaden.  

Indikatorlampor
LED färg Info

 Grön  Röd

Blinkande Släckt Batteriet laddas

Släckt Blinkade Defekt LED-modul

Släckt Lysande Defekt batteri

Lysande Släckt Full-laddat batteri (normaldrift)

Släckt Släckt Självtest/Nödbelysning
 

 

Batteribyte 
Batteriets förväntade livslängd är 4 år. Kontakta oss för köp av 
ersättningsbatterier.  Bytet går till enligt följande: 
 
Batteriet är anslutet med snabbkontakt för enkelt byte.   
1. Koppla ur kontakten. 
2. Klipp av buntbanden.
3. Montera det nya batteriet med hjälp av medföljande 
buntband och anslut.  
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Återvinning
Symbolen med den överkryssade soptunnan indikerar att 
denna produkt inte får behandlas som vanligt hushållsavfall.  
 
Den skall i stället lämnas in på en lämplig uppsamlingsplats 
för återvinning av elektrisk och elektronisk utrustning.  
 
Produkten måste kasseras enligt lokala miljöbestämmelser 
för avfallshantering. Energisystem AB är anslutna till 
Elkretsen. 
 
Funktionsgaranti
Denna produkt är tillverkad med största noggrannhet, är
funktions- och säkerhetstestad enligt gällande föreskrifter.
Garantin gäller i 2 år från inköpsdagen (batteri 6 månader). 
Garantin innebär att varan byts ut. Utbyteskostnad ersätts 
inte via funktionsgarantin. 

Garantin omfattar material- och tillverkningsfel. Garantin
omfattar inte skador och fel som uppstått på grund av
felaktig hantering, bristande underhåll eller yttre våld.
Följdskador på främmande föremål omfattas inte av garantin.
Vid isärmontering av produkten utöver det som avhandlas i 
montageanvisningen upphör garantin att gälla. 
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Modellspecifika produktegenskaper

                                                              

Modell Nödljus 3h självtest Hänvisning 3h självtest Hänvisningsarmatur 3h självtest 
dubbelsidig

Artikel-/ E-nummer 73 479 85 73 479 78 73 479 79

Läsavstånd - 25m

Självtest Ja

Montage Vägg eller tak Vägg Tak

Batteri Batteri LifePO 6,4V 3000mAh

Drifttid batteri 3h

Driftspänning 230VAC, 50 Hz

Isolationsklass 2

Systemeffekt 3,5W

Ljusflöde 150 lm

Korrelerad färgtemperatur 6 000K

Material UV-stabiliserad polykarbonat (PC)

Mått (L B H, mm) 356 x 136 x 79 356 x 136 x 219

Nominell livslängd /
Ljusflödesbibehållning 50 000h

Vikt (kg) 1,2 kg 1,4 kg

Omgivningstemperatur -0°C till +40°C

Skyddsklass IP65, IK08

Funktionsgaranti Funktionsgaranti: 2 år, batterier 6 mån.

Universalpiktogram Nej 1st ingår (höger/vänster/upp/
ner)

2st ingår (höger/vänster/upp/
ner)

Reservdelar
Artikelnr. / E-nr. Beskrivning

73 479 83 Batteri LifePO 6,4V 3000mAh


